
 

The ROBERTS® Deluxe Carpet Seaming Iron has an adjustable thermostat and heat shield to provide ideal 
heat for hot melt tape while protecting carpets from high temperatures. Streamlined, low-pro�le design 
provides even heat distribution for thorough melting and easy carpet seaming.

10-282G-2Deluxe
Heat Bond Iron

robertsconsolidated.com
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Supporting Professional Installers Since 1938

®

6.6   AMPS/AMPÈRES/AMPERIOS

800   WATTS/WATTS/VATIOS

125.6°F - 428°F    APPROXIMATE HEAT RANGE/GAMME DE
52°C - 220°C   CHALEUR APPROX/GAMA DE CALOR APROX

~120   VOLTS/VOLTS/VOLTIOS

SPECIFICATIONS / SPÉCIFICATIONS / ESPECIFICACIONES

Grooved base
for stronger seams

LOW PROFILE
Tapered base plate design for 

joining carpet easily
at the back of the iron

HEAVY DUTY
Thick sole plate retains heat

and maintains even temperature
for thorough melting

BI-COLOR LIGHT
Indicator light turns from red to green 
when at desired temperature

UP FRONT CONTROL
4 temperature settings

NON-STICK
Tough non-stick sole plate 
for fast, easy clean-up

Base Plate prevents 
damage to carpet yarns 

or glue from dripping 
onto �nished carpet 

during install


